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ISO/IEC JTC1/SC34/WG2 N341
Technical Corrigendum 1 to ISO/IEC 9541-4.
This technical corrigendum improves the extraction of metric information from ISO/IEC 14496-22 Open Font Format for ISO/IEC 9541 font resource, for CJK ideographs in vertical writing mode. ISO/IEC 9541-4 does not reflect the extended body introduced by ISO/IEC 9541-1/Amd.2.
4.5.2.2 “vertTypoAscender” element
This clause should be replaced with the following sentence. It includes a qualification about the sum of vertTypoAscender and vertTypoDescender.

ISO/IEC 9541-1, -2 and -3 have no predefined property to interchange this value transparently, but the sum of vertTypoAscender and vertTypoDescender is used to define ISO/IEC 9541-1 HUNITS.
4.5.3.2 “vertTypoDescender” element
This clause should be replaced with the following sentence. It includes a qualification about the sum of vertTypoAscender and vertTypoDescender.
ISO/IEC 9541-1, -2 and -3 have no predefined property to interchange this value transparently, but the sum of vertTypoAscender and vertTypoDescender is used to define ISO/IEC 9541-1 HUNITS.
A.2.2 Vertical metric properties

The figure A.2 should be replaced with the following figure. It shows the area of extended body defined in ISO/IEC 9541-1/Amd.2.
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A.3.4.1.2 "vertTypoAscender" element
This clause should be replaced with the following sentence. It reflects the extended body defined in ISO/IEC 9541-1/Amd.2.

ISO/IEC 9541-1, -2 and -3 have no predefined property to interchange this value. This element corresponds to the difference between the alignment line for vertical writing mode and the edge of extended body in the side of previous line..In basic CJK typography in vertical writing mode, the vertical alignment line is the centerline of the extended body, therefore, the normalized value vertTypoAscender / unitPerEm is same with the half of ISO/IEC 9541-1 HUNITS. The sum of vertTypoAscenter / unitPerEm and vertTypoDescender / unitPerEm must be same with ISO/IEC 9541-1 HUNITS.

A.3.4.2.2 "vertTypoDescender" element
This clause should be replaced with the following sentence. It reflects the extended body defined in ISO/IEC 9541-1/Amd.2.

ISO/IEC 9541-1, -2 and -3 have no predefined property to interchange this value. This element corresponds to the difference between the alignment line for vertical writing mode and the edge of extended body in the side of next line. In basic CJK typography in vertical writing mode, the vertical alignment line is the centerline of the extended body, therefore, the normalized value vertTypoDescender / unitPerEm is same with the half of ISO/IEC 9541-1 HUNITS. The sum of vertTypoAscenter / unitPerEm and vertTypoDescender / unitPerEm must be same with ISO/IEC 9541-1 HUNITS.
